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(57) ABSTRACT

A weld deposit produced from a coated welding electrode for
use in welding cast irons is provided by the present invention.
Preferably, in one form of the present invention, the weld
deposit composition comprises between approximately 54%
and approximately 60% Nickel, between approximately
3.5% and approximately 5.5% Manganese, and between
approximately 0.9% and approximately 1.4% Carbon. The
weld deposit is preferably formed by using a coated welding
electrode having a coating composition between approxi-
mately 0.3% and approximately 4.0% Magnesium and rare
earth metals and oxides. The resulting weld deposit exhibits
improved ductility, fracture toughness, and resistance to
cracking.
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1
WELDING COMPOSITIONS FOR IMPROVED
MECHANICAL PROPERTIES IN THE
WELDING OF CAST IRON

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a divisional of U.S. application Ser. No.
11/113,404 filed on Apr. 22, 2005. The disclosure of the
above application is incorporated herein by reference.

FIELD

The present invention relates generally to welding elec-
trodes and more particularly to weld deposit compositions
that result in improved toughness, ductility, and resistance to
cracking in the welding of cast irons.

BACKGROUND

Cast irons, a group of iron alloys containing over 2% Car-
bon, among other elements, are often used to form parts or
components that subsequently undergo welding processes.
The welding of cast irons presents certain issues relative to
forming a welded structure that exhibits a sufficient level of
mechanical properties such as toughness, ductility, and resis-
tance to cracking, among others. For example, carbides often
form in a fusion zone and a mixed zone of the weld and
produce a weld deposit with reduced ductility and lower
strength. Additionally, it is desirable to form austenite rather
than martensite in the mixed zone since austenite reduces the
formation of carbides. Like carbides, martensite reduces the
ductility and strength of the weld and also becomes more
brittle than the surrounding material.

Additionally, the amount of arc energy required to form a
fusion zone directly affects the amount of carbides that can
form. Generally, a higher amount of arc energy causes more
heating of the base metal, which increases the penetration of
the weld metal into the cast iron base metal. The deeper the
penetration, the higher the carbon content and thus an
increased amount of carbide formation at the weld interface.

Accordingly, a need exists in the art for welding electrodes
and weld deposit compositions that result in improved duc-
tility, fracture toughness, and resistance to cracking, among
others, in the welding of cast iron.

SUMMARY

In one preferred form, a weld deposit produced from a
coated welding electrode for use in welding cast irons is
provided, the weld deposit composition comprising between
approximately 54% and approximately 60% Nickel, between
approximately 3.5% and approximately 5.5% Manganese,
and between approximately 0.9% and approximately 1.4%
Carbon. Further, the coated welding electrode comprises a
coating composition comprising between approximately
0.3% and approximately 4.0% Magnesium and rare earth
metals and oxides.

In another form, a weld deposit produced from welding
castirons is provided, the weld deposit composition compris-
ing at least approximately 54% Nickel and being formed from
a welding core wire comprising approximately 50% Nickel
and approximately 50% Iron.

In other forms, a cast iron weld structure, a method of
welding cast iron, and a welding wire for use in welding cast
iron are provided, wherein a weld deposit is produced having
a composition comprising at least approximately 54% Nickel
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and being formed from a welding core wire comprising
approximately 50% Nickel and approximately 50% Iron.
Further areas of applicability of the present invention will
become apparent from the detailed description provided here-
inafter. It should be understood that the detailed description
and specific examples, while indicating the preferred embodi-
ment of the invention, are intended for purposes ofillustration
only and are not intended to limit the scope of the invention.

DRAWINGS

The present invention will become more fully understood
from the detailed description and the accompanying photo-
micrographs, wherein:

FIG. 1 is a photomicrograph of a prior art cast iron weld
deposit illustrating needle-like carbides in the mixed zone;

FIG. 2 is a photomicrograph of another prior art cast iron
weld deposit illustrating an interdendritic structure;

FIG. 3 is a photomicrograph of a cast iron weld deposit
illustrating a carbide-free fusion zone in accordance with the
principles of the present invention; and

FIG. 4 is a photomicrograph of the fusion zone of the cast
iron weld deposit of FIG. 3 illustrating nodular graphite in
accordance with the principles of the present invention.

Corresponding reference numerals indicate corresponding
parts throughout the several views of the drawings.

DETAILED DESCRIPTION

The following description of the preferred embodiments is
merely exemplary in nature and is in no way intended to limit
the invention, its application, or uses.

Referring to FIGS. 1 and 2, prior art cast iron weld deposits
are illustrated, wherein undesirable carbides and an interden-
dritic structure are formed near a weld. FIG. 1 illustrates
undesirable needle-like carbides formed in the mixed zone,
just above the base material, which reduces ductility and
strength of the weld. Above these carbides is the fusion zone,
in which nodular graphite is formed, which is desirable in a
weld. However, the carbide formation is not desirable. FIG. 2
illustrates an interdendritic structure in the fusion zone of a
cast iron weld. This interdendritic structure is also undesir-
able and reduces the strength and toughness of the weld.

In accordance with the principles of the present invention,
a coated welding electrode for use in welding cast iron is
provided that produces a weld deposit having improved duc-
tility, fracture toughness, and resistance to cracking. Prefer-
ably, the coated welding electrode comprises a core wire
having approximately 50% Nickel (Ni) and approximately
50% Iron (Fe). The core wire is coated with a composition
comprising between approximately 0.3% and approximately
4.0% Magnesium (Mg), and rare earth metals and oxides.
Since it is desirable that the weld deposit microstructure
contain nodular graphite rather than an interdendritic struc-
ture, the Magnesium and rare earth elements in the coating
composition act as nodularizing agents. Such a nodular
microstructure improves the impact toughness of the weld
deposit.

The resulting weld deposit composition comprises a mini-
mum of approximately 54% Nickel and preferably between
approximately 54% Nickel and approximately 60% Nickel.
Additionally, the weld deposit composition comprises a mini-
mum of approximately 3.0% Manganese (Mn) and preferably
between approximately 3.5% Manganese and approximately
5.5% Manganese. Further, the weld deposit composition
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comprises a minimum of approximately 0.7% Carbon (C) and
preferably between approximately 0.9% Carbon and approxi-
mately 1.4% Carbon.

Referring to FIGS. 3 and 4, exemplary weld deposits
according to the present invention are shown. As illustrated,
the weld deposits are carbide-free in the fusion zone and the
mixed zone, and throughout the weld structure. As further
shown, the weld deposits do not exhibit an interdendritic
structure, and instead, exhibit a high degree of nodular graph-
ite. As shown in FIG. 3, the fusion zone does not contain any
needle-like carbides as previously shown. Rather, the struc-
ture is nodular, which results in improved ductility and
strength of the weld. FIG. 4 further illustrates the nodular
graphite structure in the fusion zone. As illustrated by the
carbide-free and nodular graphite structure, an improved
weld deposit is provided in accordance with the teachings of
the present invention.

Since Nickel is an austenitic phase stabilizer and austenite
absorbs carbon rejected by the melted cast iron in the weld
zone, the presence of Nickel reduces the amount of carbides
formed in the weld. The addition of Manganese produces an
austenite weld deposit, which also reduces the amount of
carbides formed in the weld. Accordingly, the weld deposit
has improved toughness, ductility, and strength.

In this preferred form, the weld deposit composition fur-
ther comprises approximately 0.5% Silicon (Si), less than
approximately 0.03% Sulfur (S), less than approximately
0.2% Copper (Cu), less than approximately 0.5% Aluminum
(Al), and the remainder Iron. Silicon is added as a graphitiz-
ing agent, which improves weld metal ductility. Aluminum is
added as a deoxidizer, and Sulfur and Copper are elements
that are not intentionally added.

The resulting weld deposit is summarized below in Table I:

TABLE I
Ni Mn C Si S Fe Cu Al
% by 54-64 3.5-55 09-14 05 <003 Rem. <02 <05
weight

The welding electrode according to the present invention
produces weld deposits in cast irons with greatly enhanced
physical properties such as strength and toughness. For
example, the weld deposits according to the present invention
result in a Charpy V-Notch impact strength of approximately
10-15 foot-pounds, while standard welding electrodes pro-
duce weld deposits having a Charpy V-Notch impact strength
of approximately 1-9 foot-pounds. A summary of improved
weld deposit properties provided by the present invention is
provided below in Table II, which are intended to be exem-
plary only and are not intended to limit the scope of the
present invention.

TABLE II
Ultimate Tensile Yield Charpy Impact
Strength Strength  Elongation Strength
Preferred 70 ksi 51 ksi 8.0% 12.5 ft-lbs.
Embodiment
Typical 52 ksi 48 ksi 2.0% <5.0 ft-1bs.
Electrode

Accordingly, the compositions according to the present
invention result in improved mechanical properties through
the reduction in the formation of carbides through the
increased amount of Nickel to serve as an austenitic phase
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stabilizer. Furthermore, the addition of Manganese also pro-
duces an austenitic weld deposit, thus reducing the formation
of carbides. The coated electrode composition furthermore
reduces the arc energy required to weld, which also reduces
the formation of carbides. Moreover, the ratio of nodularizing
agents, graphitizing agents, and Carbon aid in the formation
of'nodular graphite, thus producing a less brittle weld deposit.

The coated electrode and weld deposit according to the
present invention is preferably used in shielded metal arc
welding (SMAW), although other welding processes such as
gas metal arc welding (GMAW), submerged arc welding
(SAW), and flux core arc welding (FCAW), among others,
may also be employed while remaining within the scope of
the present invention.

The description of the invention is merely exemplary in
nature and, thus, variations that do not depart from the gist of
the invention are intended to be within the scope of the inven-
tion. For example, the weld deposit according to the teachings
of'the present invention may be produced from welding wire
types other than coated electrodes, such as flux core wire,
while remaining within the scope of the present invention.
Such variations are not to be regarded as a departure from the
spirit and scope of the invention.

What is claimed is:

1. A welding electrode for use in welding cast irons, the
welding electrode comprising:

a core wire comprising approximately 50% Nickel and

approximately 50% Iron; and

a coating on the core wire comprising between approxi-

mately 0.3% and approximately 4.0% Magnesium and
rare earth metals and oxides, the welding wire producing
an austenitic weld deposit composition comprising:
between approximately 54% and approximately 60%
Nickel,;

between approximately 3.5% and approximately 5.5%
Manganese; and

between approximately 0.9% and approximately 1.4%
Carbon;

approximately 0.5% Silicon;

less than approximately 0.03% Sulfur;

less than approximately 0.2% Copper; less than approxi-

mately 0.5% Aluminum; and

between approximately 33.0% and approximately 41.5%

Iron;

wherein the weld deposit is carbide-free and the Carbon is

present in the form of nodular graphite and

wherein the weld deposit is carbide-free in a fusion zone

and a mixed zone and throughout the weld structure.
2. A castiron welded structure comprising at least one weld
produced from the welding electrode of claim 1.
3. A method of welding cast iron, the method comprising
the step of using the welding electrode of claim 1 to produce
the weld deposit composition.
4. The method according to claim 3, wherein the welding
comprises a process selected from a group consisting of
GMAW, SMAW, SAW, and FCAW.
5. A welding electrode comprising a core wire that is
approximately 50% Nickel and having a coating comprising
between approximately 0.3% and approximately 3.0% Mag-
nesium and rare earth metals and oxides that is capable of
producing an austenitic weld deposit comprising:
between approximately 54% and approximately 60%
Nickel,;

between approximately 3.5% and approximately 5.5%
Manganese; and

between approximately 0.9% and approximately 1.4%
Carbon,
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approximately 0.5% Silicon;

less than approximately 0.03% Sulfur;

less than approximately 0.2% Copper;

less than approximately 0.5% Aluminum; and

between approximately 33.0% and approximately 41.5% 5
Iron,

wherein the weld deposit is carbide-free and the Carbon is
present in the form of nodular graphite and

wherein the weld deposit is carbide-free in a fusion zone
and a mixed zone and throughout the weld structure. 10
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